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BERASAN

THE FIRST PRODUCER OF HYDROPHOBIC NANO PAINTS IN IRAN
NEW GENERATION OF NANO COATINGS

9) OFFICE: 6TH FLOOR, NO. 1, 18TH STREET, MIRZAYE SHIRAZI AVENUE, TEHRAN, IRAN.

©+9821 -88933759

QQDTHE FACTORY: 3IRD TOSE STREET, 6 HEMAT AVENUE, GHOTB INDUSTRIAL AREA, ARAK, IRAN.

©+9886-34132512

WWW.COIXPLUS.COM

<) INFO@BEHSANNANO.COM



ABOUT BEHSAN
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: Behsan Paint Co., a brand name of Coix+, has been established as a new generation of
i nano coatings and has begun its activities in various fields of nanotechnology industry,
i including production of nano paints and nano coatings.One of the most important
i goals of Behsan Paint Co. has been the use of up to date knowledge in the production
i W E A R E of all types of nano coatings as well as products development. Behsan Paint Company,
i as the first company in the field of production of hydrophobic paints in the country,
]

! TH E BEST offers all its products to the market using nanotechnology and is determined to
| conduct its products by conducting research and providing solutions based on the
I

: latest technologies in the world. To provide its customers with the highest standards
: and the highest quality and to apply nano knowledge in the production of a higher
i level of products.
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BEHSAN 4 IN 1
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- Waterproof
- Anti-UV
- Anti-Mould

-Nano Technology

Wood is a porous and natural material and can be susceptible to mold and rot when exposed to water or too
much moisture without protection. This means that, over time, exposure to water will permeate the wood’s
membranes, causing it to rot, soften, and fall apart. Additionally, water compromises the structure of wood,
leading to mold growth and expensive restoration efforts. Mold growths, or colonies, can start to grow on a
damp surface within 24 to 48 hours. In some cases, mold in your home can make you sick, especially if you
have allergies or asthma. Whether or not you're allergic to molds, mold exposure can irritate your eyes, skin,
nose, throat, and lungs. Here's what you can do to combat mold problems, and take care of yourself and your
home.

Coix+ 4 in 1 is a waterproof, Anti UV, Anti Mould and Nano Technology advantages in 1 product. . The
advanced technology of NANO allows wood to penetrate and bond to the cellular structure of the wood,
forming a superior barrier below the surface to protect from the inside out. They protects and stabilizes wood
against water damage and decay. NANO preserves the integrity of the wood by inhibiting rot, mold and
mildew growth, and helps to eliminate warping and cupping. NANO forms a flexible breathable barrier that

allows the wood to expand and contract, and for water vapor to escape



TOY SAFETY STANDARD

Can be used safely on children's furniture and toys.

COIX+® products are produced in compliance with the
European Norm EN 71-3 (Child and Toy Safety) and do not
contain heavy metals which may be harmful to human
health.

Heavy metals such as arsenic, chromium, lead, mercury and
selenium may cause some diseases once they enter the
human body. European Norm (EN 71-3) is set to prevent such
harmful effects and our certificates listed above indicate that
the heavy metal levels in our products are below the desig-
nated norm

Oil-based coatings

@ Renewable raw materials

High solids content
of 50 to 100 %

Suitability for
children’s toys
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COIX + WATERPROOF NANO WOODSTAIN

Decorative, satin wood stain based on natural oils for all exterior wood. Microporous
surface allows the wood to breathe and reduces swelling and shrinkage.
Water-repellent, extremely weatherproof and UVstable surface will not crack, peel,
flake or blister. No sanding necessary, just simply recoat; no primer is needed. Easy and
seamless application. Finish stays workable while coating. Finish contains active ingre-
dients for the protection of the coating against mould, algae and fungal attack and
has proven itself for decades and under extreme climatic conditions.

Woodstain Clear Matt i701 has no UV protection. It should only be used on fully
weather protected, external surfaces where a clear matt finish is required. In iran, due
to the strength of the UV . For longer protection, we recommend using

UV Protection oil as topcoat.

Based on natural Coa.t Ihgpioteeted 24 m*/1 litre
i d ial against mould,algae
oils and materials and fungal attack 1 coat

Water and dirt . Recoatable after
repellent surface el Yy approx. 8-10 hours

Microporous and
breatables surface

Recom mended use PINE THERMOWOOD

COIX + Waterproof Nano Woodstain is ideal for all wood in outdoor areas: doors, windows and window
shutters (dimensionally stable elements), carports, timber cladding, balconies, timber decking, fences,
pergolas, garden furniture and garden sheds (dimensionally unstable elements).

COIX + Waterproof Nano Woodstain Clear (i701 Code) is suitable as a clear matt single product application
for vertical surfaces in covered outdoor areas, such as roof soffits, carports, timber cladding, garden oo oo
furniture and sheds. COIX + Waterproof Nano Woodstain Clear offers no UV protection and is therefore
not recommended for surfaces exposed to strong sunlight.

Method of application

Finished surface in 2 days, 2 coats

1.Wood surface must be clean, dry and frost-free (moisture content max. 18%). s
2. COIX+ Waterproof Nano Woodstain is ready to use. Do not thin. Stir well before use. Clean old P -

microporous stains thoroughly.

3. Sand wood surfaces carefully. Begin with coarse sandpaper - final sanding work for Pine wood P120- i710 - Stone Pine
150, for other wood P180-240.

i712 - Ebony
4. With Flat Brush, Floor Brush, Oil Finish Applicator Fleece (Hand Pad Holder) or Microfibre Roller, apply ~ ~ o= ________________
thinly along the wood grain and spread well.

5. Mistakes in the wet coating can be corrected up to 10 minutes after the first application. [ ___ o o

6. Drying time approx. 8-10 hours (normal climatic conditions, 23 °C/50 % rel. humidity). Lower
temperatures and/or higher humidity can increase drying time. Allow for good ventilation.

7. After drying, quickly apply a second coat also thinly. (For renovation works, normally one coaton a

cleaned surface is sufficient.)
8. Drying time approx. 12 hours.

i701 Clear matt without UV protection.
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COIX + DECKING OIL

Transparent, satin oil based finish for all wood in outdoor areas. Microporous finish
allows the wood to breathe and reduces swelling and shrinkage. Waterrepellent, extre-
mely weatherproof and UV stable. Will not crack, peel, flake or blister. Simply recoat
without sanding or primer. Easy and seamless application.

Finish stays workable while coating. The dry finish is safe for humans, animals and
plants (resistant to saliva and perspiration acc. German DIN 53160, suitable for chil-
dren’s toys acc. EN 71.3).

Because of the strength of the UV in iran, two coats of coloured Decking Oil is recom-
mended. Basically, the more pigment the oil contains, the longer the finish will last.
Rejuvenation should only be one coat.

COIX+'clear Decking Oil 001 has no UV resistance. The clear decking oil is more suited
for exterior timbers which are under cover, or are fully protected from the elements
such as an outdoor room.

Based on natural Coating protected 20 m*/1 litre
i d ial against mould,algae
oils and materials and fungal attack 1 coat

Recoatable after
approx. 4-6 hours

T/T/ Water and dirt .
repellent surface Resistant to UV rays

Microporous and
breatables surface

Recommended use

COIX + Decking Oil protect and maintain timber decking, garden furniture and privacy screens made of
numerous coniferous and fine woods, such as pressure impregnated Pine, Douglas Fir, Cedar, Oak or
Bangkirai — also suitable as a transparent colour treatment of Teak, Eucalyptus and other fine woods as
well as thermally treated wood.

Method of application

Finished surface in 2 day, 2 coats

1.Wood surface must be clean, dry and frost-free (moisture content max. 18%).

2. COIX+ Decking Oil is ready to use. Do not thin. Stir well before use. Clean old

microporous stains thoroughly.

3. Sand wood surfaces carefully. Begin with coarse sandpaper - final sanding work for Pine wood P120-
150, for other wood P180-240.

4. With Flat Brush, Floor Brush, Oil Finish Applicator Fleece (Hand Pad Holder) or Microfibre Roller, apply
thinly along the wood grain and spread well.

5. Mistakes in the wet coating can be corrected up to 10 minutes after the first application.

6. Drying time approx. 12 hours (normal climatic conditions, 23 °C/50 % rel. humidity). Lower
temperatures and/or higher humidity can increase drying time. Allow for good ventilation.

7. After drying, quickly apply a second coat also thinly. (For renovation works, normally one coat on a
cleaned surface is sufficient.)

8. Drying time approx. 12 hours.

*i001 Clear without UV protection.
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Recommended use

COIX + Anti-Slip Decking Oil is especially suited for all timber decking and stairs in outdoor areas made of
e.g. Bangkirai, Massaranduba, Garapa, Larch, Douglas Fir or Pine. Suitable for ribbed, grooved and
particularly for smooth decking surfaces.

Method of application

Finished surface in 2 day, 2 coats
(1st pigmented Decking-Oil, 2nd Anti-Slip Decking-0il)

Anti Slip £y
Effect

1. First pigmented coat with a COIX + Decking-Oil on raw wood.

2. Mistakes in the wet coating can be corrected up to 15 minutes after the first application.

3. Drying time approx. 24 hours (normal climatic conditions, 23 °C/50 % rel. humidity). Lower
temperatures and/or higher humidity can increase drying time. Allow for good ventilation.
4. Second coat (top coat) with Anti-Slip Decking Oil. (For renovation works, normally one coat on a cleaned
surface is sufficient.)

5. Drying time approx. 12 hours.

THERMOWOOD
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